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HAND RAIL & FENCING
Hand / Mechanical Rail

AVAILABLE LENGTHS  =  BRONZE OR WHITE LENGTH = 19'6" BRONZE OR WHITE 
39",  45",  19'10"

LENGTH = 20' BRONZE OR WHITE LENGTH = 20' BRONZE OR WHITE 

LENGTH = 19'6" BRONZE OR WHITE LENGTH = 20' BRONZE OR WHITE 

HR-5  1" PICKET HR-3 BOTTOM CHANNEL

HAND / MECHANICAL RAIL

Anodized White and Bronze Available = 24'

HR-12  BOTTOM CHANNEL HR-15  1.5" SNAP PLATE

Mates with HR-16

HR-16  1.5" POST CHANNEL HR-2  2" SNAP PLATE

Mates with HR-15 Mates with HR-1, HR-4, HR-4A and HR-14

*Mill Orders available for Hybrid Anodizing, Anodizing, 10 year, 15 year, 20 year & 25 year paint.
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HAND RAIL & FENCING

AVAILABLE LENGTHS  =  BRONZE OR WHITE AVAILABLE LENGTHS  =  BRONZE OR WHITE 
20',  24' 20',  24',  25'

AVAILABLE LENGTHS  =  BRONZE OR WHITE LENGTH  =  22' BRONZE OR WHITE 
24',  25'

SELF MATING SNAP (SMS)

1 x 51 x 4

1 x 31 x 2

Self Mating Snap (SMS)



iDEALRAIL
SIMPLIFYING THE RAILING INDUSTRY
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Strength is in the engineering: iDEALRAIL was 
designed to span an industry leading 8’ between  
posts due to a dual wing top rail and 2-1/2” posts with 

Eliminate complicated stair measurements: 
iDEALRAIL will rack up to 40 degrees to accommodate 

Eliminate lead times: iDEALRAIL can be customized in 

Concealed fasteners: iDEALRAIL uses our patented 
snap plate technology to conceal the entire picket to 

IDEALRAIL DETAILS
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FT. MYERS VENICE
101 James Street 

NAPLESCAPE CORAL
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